




LED Luminaires Offer Better Light Dispersion
Spring City’s new LED light system is not only more cost-effective to operate and maintain than traditional lighting, it also provides better light dispersion.

FLUX Distribution Table
Based on the IESNA Luminaire Classification System

Metal Halide Template                        LED Template Frosted Globe LED Template Type II Stippled Globe     LED Template Type V Stippled Globe

Independent test results per IES-LM-79-08

Thermal Analysis
Actual solder point temperatures are 47° for the MC-E and 48.2° for the XP-E,
which correlate to junction temperatures of 60.4° and 58.3°, respectively.

Made in the United States of America

FLIR Analysis
IR camera analysis captures overall temperature gradient, discloses 
undetected hot spots, and compares modeled results with actual 
measurements. Previous IR readings used a simple temperature 
probe, without compensating for emissivity. FLIR camera was 
calibrated and adjusted for proper emissivity of the roof.  All 
readings taken at thermal equilibrium.

The new Spring City LED system has 
been independently tested and verified to 
create over 70-percent street-side lumens. 
Available in options up to 200 Watts.
IES files available.

Standard Light Engine Chart 

Cree, an American company, is the leader in the 
solid-state lighting industry, supplying high-quality 
LEDs widely recognized for their outstanding 
brightness and efficiency.

Independently Tested for Verifiable Performance
The new Spring City LED system has been independently tested and verified to create over 
70-percent street-side lumens. Available in options up to 200 Watts.
IES files available.

The Spring City Guarantee
We guarantee our products against defects in material and workmanship for 7 years.
Please see our website or contact us directly for complete warranty information.

Metal Halide Template LED Template

Total System Watts
185

(Metal Halide 150 Watts)
74

(6000K)

Light Loss Factor 0.57 0.80

Total Lumens Per Luminaire 13,500 3,157

Mounting Height (feet) 12 12

Maximum Calculated Value
(foot candles) 4.35 3.54

Frosted Globe
LED Template LED Template

Total System Watts
103

(6000K)
103

(3000K)

Light Loss Factor 0.80 0.80

Total Lumens Per Luminaire 4,305 3,725

Mounting Height (feet) 15 15

Maximum Calculated Value 
(foot candles) 2.48 1.59

Type V Stippled GlobeType II Stippled Globe

 FORWARD LIGHT 3112 72.3

 FL (0°- 30°) 29 0.7

 FM (30°- 60°) 1073 24.9

 FH (60°- 80°) 1896 44

 FVH (80°- 90°) 113 2.6

 BACK LIGHT 1038 24.1

BL (0°- 30°) 21 0.5

 BM (30°- 60°) 318 7.4

 BH (60°- 80°) 582 13.5

 BVH (80°- 90°) 117 2.7

 UPLIGHT 156 3.6

 UL (90°- 100°) 83 1.9

 UH (100°- 180°) 73 1.7

 TRAPPED LIGHT NA NA
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Chips Required at Various Wattages

Watts MC-EWattsWW MC-E XP-E

152 34 0

125 26 8

99 18 16

74 10 24

40 0 34

Spring City LED 
luminaires are 
illuminated by
CREE LED chips. 

180 34 0






